Michael Lupton Associates  Limited           

	
	MLA X270 Uniform Cut Resistant Glove



INSTRUCTIONS ON USE, CARE & MAINTENANCE OF GLOVES FOR PROTECTION AGAINST MECHANICAL, AND CHEMICAL THREATS USED BY POLICE OFFICERS, PRISON OFFICERS AND OTHER EMPLOYEES FACING THE THREAT OF VIOLENCE IN OPERATIONAL AND TRAINING SITUATIONS
This PPE is subject to the conformity assessment procedure 2 under surveillance of the Approved Body ITS Testing Services (UK) Ltd.

These Gloves have been Type-Examined and certification issued by aproved body ITS Testing Services UK Ltd., The Warehouse, Brewery Lane, Leigh, Lancashire, WN72RJ (AB0362).
Protection provided by MLA X270 Uniform Cut Resistant Gloves 
MLA X270 Uniform Cut Resistant Gloves are items of personal protective equipment (PPE) and have been tested against the stated requirements of British Standard BS7971-6:2016.
	Abraision resistance
	Level 2

	Tear resistance
	Level 3

	Puncture resistance
	Level 3

	TDM cut resistance (Higher performance test)
	Level F, highest performing level achieved.


Gloves used in general duty are intended to be worn in conjunction with general operational clothing and reduce the risk of injury to a user who may be faced with threats such as various mechanical injuries, and the effects of certain liquids.  

The test methods specified in BS7971-6:2016 are designed to measure the performance of the gloves against these threats.The levels of threat used in these tests do not compare directly with the forces which might be encountered in use but experience has shown that products meeting the requirements of the standard will significantly reduce the incidence and/or severity of injury.The gloves may not protect against extreme temperatures or prolonged exposure to flames and heat.The gloves cannot be expected to provide protection against immersion in all chemicals.The gloves should not be expected to provide protection against biological or electrical hazards.
These gloves are intended for use as an item of personal protective equipment for employees facing the threat of violence and should not be used for any other purpose. It must be remembered that no Personal Protective Equipment can provide full protection and a degree of care must always be taken when carrying out risk-related activity.

This equipment is not intended to provide protection against ballistic attack. Gloves should not be expected to provide protection against all chemicals, they should not be expected to provide protection against biological or electrical hazards and gloves should not be expected to provide protection against prolonged contact with hot surfaces.
Sizing, Fit and Ergonomics
These gloves are available in Sizes 4 to 14. The size of the glove is in a label affixed to the product. In order to get the maximum level of protection the wearer should ensure that:

1. The gloves fit snugly and do not cause restriction of circulation.

2. No discomfort or obstruction  to movement is caused to affect the safe use of other items of protective equipment. A period of 10-20 hours of wear should be allowed for gloves to break-in.
The table below (table 1) illustrates the size range

	Glove Size
	Hand Circumference mm

	4 (F)
	102

	5 (F)
	127

	6 (F)
	152

	7
	178

	8
	203

	9
	229

	10
	254

	11
	279

	12
	304

	13
	329

	14
	354


Compatibility with other Personal Protective Equipment
To optimise protection, the gloves should be used in conjunction with other items of PPE. Personal protective equipment might include (but not be restricted to) lower leg, thigh, groin, upper body, upper and lower arm protectors as well as suitable coveralls, a shield, boots and a helmet. If you are unsure as to the compatibility of other equipment with these gloves you should contact Michael Lupton Associates Ltd for guidance.

Storage and Transport

When not in use store the product in a well ventilated area away from extremes of temperature and out of direct sunlight. Never place heavy items on top of them. If the product is wet allow it to air dry (do not force dry i.e. on a radiator or similar) before placing into storage.

Repairs

If the product becomes damaged it will not provide the optimum level of protection and therefore it should be removed and replaced as quickly as is practicable after damage has occurred. DO NOT ATTEMPT REPAIRS ON THE PRODUCT, return it to Michael Lupton Associates Ltd for examination. 

Care and Maintenance

Wipe down with a damp cloth as required. Do not use any detergents, solvents or agents other than clean water. If required a soft brush could be used to remove stubborn marks. DO NOT MACHINE WASH. 

In normal use the product should have a life of 2-3 years. The date of manufacture is indicated on the labels attached to the product.

Regular inspection should be made for obvious wear or broken structural stitches. If seams are broken or the leather is cracked or split the product should be regarded as compromised and replaced. If there is any doubt about the integrity of the product it should be returned to Michael Lupton Associates Ltd for inspection.

Important Notice

Michael Lupton Associates Ltd accepts no liability in respect of any loss or injury caused by these gloves being used in any way other than in accordance with these user instructions, or from the user making modifications to their construction.
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